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NEW ZEALAND - SPECIAL REQUIREMENTS

(Revised - September 30, 1996)

SECTION 1 - INTRODUCTION.

1.1 An Export Certificate of Airworthiness with pertinent data attached will be required for each
Class I product exported from the United States to New Zealand.

1.2 To be eligible for installation in New Zealand aircraft, Class II must be issued with an
Airworthiness Approval Tag (FAA Form 8130-3).

1.3 To be eligible for installation in New Zealand aircraft, Class III products must be issued with
an Airworthiness Approval Tag (FAA Form 8130-3); or a Production Certificate granted under
[[Title 14 of the Code of Federal Regulations (14 CFR) part 21, (Subpart G)]]; or an FAA Parts
Manufacturing Approval (PMA) granted under [[14 CFR part 21, (Subpart K)]]; or a Technical
Standard Order (TSO) authorization granted under [[14 CFR part 21, (Subpart O)]].

1.4 Class II or Class III component may be eligible for installation in New Zealand aircraft if issued
with a document issued by and FAA Certificated Repair Station and which quotes the certificate
number issued to that repair station under [[14 CFR part 145]].

1.5 Special requirements which must be satisfied before the issue of a U.S. Export Certificate of
Airworthiness are identified in Section 2.  Data shall be forwarded to the Director Civil Aviation, Civil
Aviation Authority, Aviation House, 1 Market Grove, P.O. Box 31441, Lower Hutt, New Zealand
(Attention:  Controller Aircraft Certification).

1.6 Airworthiness certification procedures of New Zealand aircraft are specified in the New
Zealand Civil Airworthiness Rules Part 21.  Application for a New Zealand Airworthiness Certificate
is to be made not less than 28 days before the issue of the certificate is desired.

1.7 Additional requirements which must be satisfied for the issue of a New Zealand Airworthiness
Certificate, are specified in New Zealand Civil Airworthiness Requirements Volume 1 Section C and
Volume 2.  (After 31 March 1997 these additional requirements will be specified in New Zealand civil
Aviation Rules Part 26 and Part 39.)  It is not necessary for these additional requirements to be
satisfied before export from the United States.

1.8 Aircraft which are certificated only in the United States Restricted Category will not be eligible
for registration or airworthiness certification in New Zealand unless special conditions are met.

1.9 If the airworthiness standards which form the certification basis for the aircraft pre-date the
U.S. Civil Airworthiness Regulations, the aircraft may be certified in the New Zealand Restricted
Category and may be ineligible for operations for hire or reward.

1.10 Supply of data listed in Section 2.2 and 2.3 may be required in respect of Supplemental Type
Certificate (STC) alterations before a New Zealand Certificate of Airworthiness is issued.

1.8 Unless otherwise agreed by the Authority, all data must be supplied in the English language
and supplied at no cost to the Authority.
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SECTION 2 - SPECIAL REQUIREMENTS.

2.1 The following data requirements must be satisfied at the time of export for an aircraft to be
eligible for New Zealand airworthiness certification.  The listed data must be supplied to the Aircraft
Certification Unit, Safety Certification Group, Civil Aviation Authority.

(a) A copy of the Export Certificate of Airworthiness.

(b) Statement of Modification, Service Bulletin and Equipment Standard at build.

(c) Summary of Modifications, Repairs, Service Bulletins, Customer Options, and
Equipment incorporated since initial build.

(d) Statement of Compliance with FAA Airworthiness Directives for U.S. manufactured
aircraft.

(e) Airframe, engine, propeller and APU logbooks (as applicable).

(f) Copies of any applicable Supplemental Type Certificates.

2.2 In addition, the following data associated with foreign type certification will be required for
type acceptance under New Zealand Civil Aviation Rules Part 21 Subpart B of the first aircraft of a
particular type or model exported to New Zealand.

(a) A copy of the type certificate or equivalent document, which certifies compliance with
the applicable airworthiness requirements.

(b) Particulars of the airworthiness design requirements with which the aircraft complies
including the airworthiness standards, the effective date of the standards, any special conditions
applied and any provisions not complied with, together with the associated compensating factors.  A
copy of a type certificate data sheet or equivalent will provide such data except that, where special
conditions or compensating factors are included, the documents detailing them will also be required.

(c) A list identifying the data submitted for the issue of the type certificate prescribed in
2.2(a), showing compliance with the applicable airworthiness standards.

(d) Such of the data listed by 2.2(c) as the Authority requires.

(e) A copy of the flight manual or, if a flight manual is not required by the applicable
airworthiness standards, a document defining operating limitations and providing operational data.
Also a weight and balance manual if such information is not contained in the flight manual.

(f) Data to identify the type design such as a parts catalogue or drawings.

(g) Data to identify essential and optional equipment and the location of emergency
equipment.

(h) Copies of the instructions for continuing airworthiness, required to be prepared under
the airworthiness standards, such as maintenance manuals.

(i) Service documentations issued by the manufacturers of the aircraft, engines, propellers
and equipment, such as service bulletins, service letters and equivalent documents.
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(j) A statement from the type certificate holder or manufacturer, undertaking to provide the
Authority with an ongoing revision service for the operating, maintenance and service documentation.

2.3 It is desirable at the time of type acceptance for first-of-type aircraft or variants to supply
additional available data which may subsequently be required for such purposes as the approval of
design changes, maintenance and air transport operations.  These data may include:

(a) Maintenance, overhaul and repair manuals for airframe, engines, propellers and
equipment additional to those required under 2.2.

(b) The manufacturer’s detailed specification for the type.

(c) The customer’s detailed specification for the type.

(d) The manufacturer’s specifications for special processes and materials used in
manufacture and maintenance.

(e) Electrical load analysis.

(f) Location drawings for all radio antennas.

(g) Operations manual.

(h) Master minimum equipment list (MMEL).

(i) Maintenance planning document (MPD).

(j) Maintenance review board document (MRB).

(k) Manufacturers Maintenance schedule.

(l) Ground and flight type inspection reports (TIR).


